20020529.ba v03_n339.bam.20020529 


>From ???@??? Wed May 29 16:52:34 2002 -0500 

Message-Id: <200205292152. s4TLqJSVO24880@sco.theporch. com> 
Date: Wed, 29 May 2002 16:51:56 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3339 


BOATANCHORS Digest 3339 
Topics covered in this issue include: 


1) Re: Speaking of speakers......... 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
2) Re: For Sale 

by <cacutts@mindspring.com> 
3) Wanted: 6BQ5's 

by Avery Comarow <acomarow@usnews.com> 
4) Re: Wanted: 6BQ5's 

by Arden Allen <gumbear@pacbell.net> 
5) weeping 3B24's 

by Arden Allen <gumbear@pacbell.net> 
6) Table/BC-611 Battery Box 

by Smith <smithab11@comcast.net> 
7) BC-348, DU1, CRR 50061 info needed 

by "Al Parker" <anchor@ec.rr.com> 
8) Collins KWM-2A & PS 

by Robert Kemp <rkemp@mr.net> 
9) Re: Speaking of speakers......... 

by scb@hiwaay.net 
10) Re: Wanted: 6BQ5's 

by jackiv@juno.com 
11) Re: Wanted: 6BQ5's 

by john <johnmb@nc.rr.com> 
12) 829 transmitter for 60m 

by Mike Steussy - AE4R <hikrbikr@erols.com> 
13) Re: Wanted: 6BQ5's 

by "Don Davis" <dxguy@earthlink.net> 
14) Re: Wanted: 6BQ5's 

by Arden Allen <gumbear@pacbell.net> 
15) Re: Wanted: 6BQ5's 

by Arden Allen <gumbear@pacbell.net> 
16) RCA Picture tube tester adapters 

by Charles T Preston <k4ljh@juno.com> 
17) Re: Wanted: 6BQ5's 

by jackiv@juno.com 
18) Wanted: Sprague cap 2900 MFD/200VDC, type 602D 


by "Paul H. Anderson" <pha@pdq.com> 
19) Viking II top cover 
by "Arnulf P. Hagen" <aphagen@fullnet.net> 
20) 6BQ5 destruction; 829 tube on (near) HF 
by third Eric <ejones@hiwaay.net> 
21) FS: 6BQ7As 
by "Arthur I. Larky" <ail0@lehigh.edu> 
22) BBC News/Capacitor lifetime 
by "John Gibson" <gibsonj@mindspring.com> 
23) Mate to the Mighty Midget Receiver Certificate? 
by "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
24) Re: BBC News/Capacitor lifetime 
by Arden Allen <gumbear@pacbell.net> 
25) WTB PPN1 Antenna, PPN2/Mx 183 bag 
by jmccarty@lucent.com (John J Mccarty) 
26) Meissner IF ID? 
by john <johnmb@nc.rr.com> 


Message-Id: <5.1.0.14.0.20020528093207 .028ca5f0@vuse. vanderbilt. edu> 
Date: Tue, 28 May 2002 09:36:00 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: Speaking of speakers......... 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 03:07 AM 5/28/2002 +0000, you wrote: 

>Has anyone read this? Are they all like this? And do they actually believe 
>this drivvel. Copper pipe and welding cable indeed! I wonder if they could 
>really tell the difference if blindfolded. I recall hearing of "blindfold" 
>tests in which a subject was allowed to listen to a system and then told a 
>new system was being setup. After a few minutes during which they heard 
>equipment being moved about, they listened to the "new system". After 
>being allowed to pick which one sounded best, the blindfold was removed 
>and it was the same system both times. And yet almost all people thought 
>one or the other sounded different. 


A local recording studio (this IS Music City, after all) set up a mike 
cable shootout about five years ago and invited local Golden-Ears types to 
participate. After the dust settled, the coathangers came in second. 


A. B. Bonds 


Date: Tue, 28 May 2002 09:30:27 -0400 
From: <cacutts@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: For Sale 
Message-ID: <Springmail .0994.1022592627 .0.04297100@webmail.atl.earthlink.net> 


Oops. I forgot one important detail. My name and 
call is: 


Allen Cutts 
N40Z1 


Message-Id: <4.2.2.20020528133538.00ad7da0@ntpop.usnews.com> 

Date: Tue, 28 May 2002 13:44:16 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Wanted: 6BQ5's 

Cc: dcboatanchors@mailman.qth.net, dcboatanchors@topica.com, 
vintage-radio@mailman.qth.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


This is slightly off topic, but didn't some low-power modulators use this 
tube...? 


A guitar-playing friend has a single-end amp that goes through 6BQ5's every 
few hours. I've promised to take a look to see if a leaky or shorted cap or 
something is making the tubes unhappy. Regardless, he needs a bunch of 
standby replacements for his professional gigs. 


So I volunteered to find a few. How much could they cost, I figured--$1.50? 
Two bucks tops? 


Little did I know. The lowest price I found was $5.95 for Russian-brand 
tubes. $19 was more typical. 


Hence my query: anybody got a stash, either NOS or used/good, that they're 
willing to sell? Or the 7189 equivalent? I'd give him my stash, but it's 
only two tubes. 


73, Avery W3AVE 


Date: Tue, 28 May 2002 11:45:44 -0700 
From: Arden Allen <gumbear@pacbell.net> 
Subject: Re: Wanted: 6BQ5's 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: dcboatanchors@mailman.qth.net, dcboatanchors@topica.com, 
vintage-radio@mailman.qth.net 

Message-id: <QGWUOQOCYV43ZZH@mta5.snfc21.pbi.net> 

MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 

Content-transfer-encoding: 7bit 


Hi Avery; 


> A guitar-playing friend has a single-end amp that goes through 6BQ5's 
every 
> few hours. ............... 


Maybe it's just his playing. Hi! There is a good source for Russian built 
7189's on eBay in Lithuania. They are supposed to be military grade 
quality. Best price you will find. Just do a search on 7189, 6BQ5 or 
EL84. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Tue, 28 May 2002 11:52:20 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: weeping 3B24's 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGWUOQOC194EQXQ0@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


They want a home. Do the right thing. Just a short message and they will 
soon arrive on your doorstep, full of hope. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Tue, 28 May 2002 14:57:00 -0400 

From: Smith <smithab11@comcast.net> 

Subject: Table/BC-611 Battery Box 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <0Q00701c20679$73296f60$06£12144@dover01.de.comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=Windows-1252 
Content-transfer-encoding: 7BIT 


As I promised at the Timonium Hamfest, I have supplied details of the radio 
table used at the ham fest on my web page including the Mark II version. 


A section is also included is my version of a "simple" battery box for the 
BC-611 as per requests from Dayton participants. 


http: //mywebpages.comcast.net/smithab11/ 


Breck Smith K4CHE Dover, Delaware, 
annt nutten in Dover, except chickens, a NASCAR track and hams that cant 
solder. 


Message-ID: <0@4e£01c20686$910a4970$6501a8cO@w8ut> 
From: "Al Parker" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Cc: "edgardo castro" <castrobruse@yahoo.es> 
Subject: BC-348, DU1, CRR 50061 info needed 
Date: Tue, 28 May 2002 16:30:54 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi boatanchorists, 

There was a lot of response to Scott's recent request. Here's another. 

I recently received a picture & letter from Edgardo, YS1ECB, a Physics 
Teacher at the American School of San Salvador. He has a BC-348-Q with a DF 
unit, DU1, and coupler, CRR 50061. 

He's particularly interested in obtaining a schematic, and any other 
tech. info, on the DF eqpt. Any help you can give him would be greatly 
appreciated. Some of his letters, and the pix, are online, 

take a look at: 

<http://www. thecompendium.net/radio/BC348.htm> 
He also just started working on an SX-25 that's also shown on the website. 
Please reply to him directly, castrobruse@yahoo.es tho' I wouldn't mind a 
cc, I'm interested also. 
thanks in advance, 

73, 

Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
http://www. thecompendium. net/radio/ 
http: //www.hammarlund. info 


Message-ID: <3CF408B2.7090300@mr.net> 


Date: Tue, 28 May 2002 17:46:10 -0500 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Collins KWM-2A & PS 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Have two stations/will sell one. 

#1: Round emblem KWM-2A with matching r/e supply $1150.00 

#2: Winged emblen KWM-2A w/waters - no plug in relays and matching 
supply $1150.00 

Upon sale of one set up/will offer 312B-4 with the outfit for $300. 
#3: Will offer £/s a winged emblem 30L-1 for $650.00 


All equipment functional and in operation at this time. Pick up only 
in Minnesota. 
Bob. 


From: scb@hiwaay.net 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Tue, 28 May 2002 18:12:18 -0500 
MIME-Version: 1.0 

Subject: Re: Speaking of speakers......... 

CC: boatanchors@theporch.com 

Message-ID: <3CF3C882.15159.141E055@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


John; 

Folks on both sides of this whole audio hobby thingie believe what they want 
to believe. So much B.S., so little time. 

But seriously folks; Michael Dayton-Wright marketed a successful larg-ish 
wide-range electrostatic loudspeaker in the late '70s/early '80s, fondly 
remembered as the "Gas Bags". They used a sealed-in insulating gas 

medium of sulphur hexaflouride, to allow greater efficiency thru closer 
electrode spacing. I remember them sounding astonishingly life-like. An 
Atlanta owner of acquaintance used to inhale it before speaking at his house 
parties. Has an effect opposite helium, sort of a ‘voice-of-God' thing, makes 
you drop your drink! 

I think Cerwin-Vega experimented with sealing SF6 into some of their speaker 
cabinets to acoustically adjust their bass response. Remember the movie 
"Earthquake? C-V was the developer of the trick sound system that traveled 
with the movie and the "official" subwoofer. That was their 15 min of fame. 
Rgds; Steve Bringhurst 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com, dcboatanchors@mailman.qth.net, 
dcboatanchors@topica.com, vintage-radio@mailman.qth.net 

Date: Tue, 28 May 2002 18:27:18 -0500 

Subject: Re: Wanted: 6BQ5's 

Message-ID: <20020528.190101.2212.0.jackiv@juno.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


Another comment on the short life of 6BQ5s - check the grid coupling 
capacitors, if they are leaking the tubes will draw lots of current and 
actually avalanche then there goes the cathode coating. Quick check on 
that amp- pull the output tubes and fire it up, gain contro;s at minimum, 
if any positive voltage is shown on the cotrol grid pins, ya gotta 
problem. replace the caps at once. 


jack jackiv@juno.com 


On Tue, 28 May 2002 11:45:44 -0700 Arden Allen <gumbear@pacbell.net> 
writes: 
Hi Avery; 


> A guitar-playing friend has a single-end amp that goes through 
6B05's 

every 

> few NOUrS:. 2.4.2.0 eeawesles 


Maybe it's just his playing. Hi! There is a good source for 
Russian built 

7189's on eBay in Lithuania. They are supposed to be military 
grade 

quality. Best price you will find. Just do a search on 7189, 6BQ5 
or 

EL84. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


VV VVVV VV VV VV VV VV VM 


Message-Id: <3.0.3.32.20020528210244.01e1d1b4@pop-server.nc.rr.com> 
Date: Tue, 28 May 2002 21:02:44 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 


Subject: Re: Wanted: 6BQ5's 

Cc: boatanchors@theporch.com, dcboatanchors@mailman.qth.net, 
dcboatanchors@topica.com, vintage-radio@mailman.qth.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I've bought items through that fellow in Lithuania, 

and I recommend him. He has good material and 

ships it quickly and more inexpensively than most people 
charge for shipping items domestically! 


KWTubes I think, is the username there. He's a good guy! 
John 


At 06:27 PM 5/28/02 -0500, jackiv@juno.com wrote: 

>Another comment on the short life of 6BQ5s - check the grid coupling 
>capacitors, if they are leaking the tubes will draw lots of current and 
>actually avalanche then there goes the cathode coating. Quick check on 
>that amp- pull the output tubes and fire it up, gain contro;s at minimum, 
>if any positive voltage is shown on the cotrol grid pins, ya gotta 
>problem. replace the caps at once. 

> 

>Jack jackiv@juno.com 

> 

> 

>On Tue, 28 May 2002 11:45:44 -0700 Arden Allen <gumbear@pacbell.net> 
>writes: 

>> Hi Avery; 

>> 

>> > A guitar-playing friend has a single-end amp that goes through 

>> 6BQ5's 

>> every 

>> > few hours. ............... 

>> 

>> Maybe it's just his playing. Hi! There is a good source for 

>> Russian built 

>> 7189's on eBay in Lithuania. They are supposed to be military 

>> grade 

>> quality. Best price you will find. Just do a search on 7189, 6BQ5 
>> or 

>> EL84. 

>> 

>> Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <3CF4424F .E2CA6A28@erols.com> 

Date: Tue, 28 May 2002 22:51:58 -0400 

From: Mike Steussy - AE4R <hikrbikr@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 829 transmitter for 60m 

Content-Type: text/plain; charset=iso-8859-1; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 8bit 


AhoyO Thanks to the following members for their kind notes providing 
info and encouragement to build subj xmtr. 


John (johnmb) 

Tom Norris 

Larry Bearse 

Arden Allen, KB6NAX 
Mark Shaum, K9TR 
Paul Monroe, W9MEH 


I was reminded that Johnson offered a mod to allow the Viking I to use 
an 829B in place of the 4D32 and a member said he used one in place of 
the same in his Collins 32V. I also learned I should use a parasitic 
suppressor between the plate caps to keep it from becoming a VHF 
oscillator and take other pains to prevent parasitics. Two members 
remarked on using an 829B as a modulator for an 829B parallel final. 
And another member pointed me to the 1951 ARRL Handbook, which features 
a 5-band NBFM transmitter using an 829B in parallel in the final with 
just the operating parameters I was thinking of using in my strawman 
design. 


For the basic design of a 60m rig, Iim attracted to the 20-40m 

VFO/exciter featured in the August 1959 QST (p.38) by Captain Gilbert 
Countryman, US Navy, W4JA. It used a 6C4 osc, two 6AU6 buffers, 5763 
driver, and 6146 final. Simple and designed exclusively for CW. Are 
there any members who know this circuit or perhaps built one like it? 


73, Mike Steussy AE4R 


Message-ID: <0Q2d901c206d0$8c746e00$fcebb3d1@hppav> 

From: "Don Davis" <dxguy@earthlink.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: <dcboatanchors@mailman.qth.net>, <dcboatanchors@topica.com>, 
<vintage-radio@mailman.qth.net> 

Subject: Re: Wanted: 6BQ5's 


Date: Tue, 28 May 2002 22:20:26 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 
If he's trying to get distortion by turning the amp gain up, that'l fry ' 
due to rectified ac on the grid causing the tubes to run away (as others 
describe). Better approach for distortion that I use is to drive the amp 
just under distortion, and add pre-processor to distort the signal ahead of 
the amp. Puts out more sound that way, and is better on the tubes. Also 
gives the distortion a "better" sound (if you think distortion can sound 
good). Lots of cheap "pedal" units for guitar are available, like DOD, 
Harmonix, etc. 


em 


BA content: Could use this on the input to your Collins S-Line to make it 
sound like a Heathkit. (JUST JOKING! No flames please.) 


73s 


AD6PB 


> 

> A guitar-playing friend has a single-end amp that goes through 6BQ5's 
every 

> few hours. I've promised to take a look to see if a leaky or shorted cap 
or 

> something is making the tubes unhappy. Regardless, he needs a bunch of 

> standby replacements for his professional gigs. 


Date: Wed, 29 May 2002 03:17:27 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Wanted: 6BQ5's 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGWVOOC3IB80XF@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Jack; 


Another comment on the short life of 6BQ5s - check the grid coupling 
capacitors, if they are leaking the tubes will draw lots of current and 
actually avalanche then there goes the cathode coating. Quick check on 
that amp- pull the output tubes and fire it up, gain contro;s at minimum, 


VV VV 


> if any positive voltage is shown on the cotrol grid pins, ya gotta 
> problem. replace the caps at once. 


Well, yes and no. If the tubes are self (cathode resistor) biased, the 
grid resistors are likely returned to ground and should be very close to 
zero volts with respect to ground. If the tubes are fixed biased from a 
negative bias supply, the grids probably should be xminus* 14 to 17 volts 
with respect to ground. It will be necessary to measure across each grid 
resistor to see if there is any current from a leaky coupling cap (tubes 
removed). If the voltage measured with respect to ground is near zero 
volts in such a circuit it means the coupling cap leakage is cancelling the 
bias voltage. The tubes would be operating with zero bias and that would 
destroy them in short order. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Wed, 29 May 2002 03:37:55 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Wanted: 6BQ5's 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGWVOOCE4C8GT7@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Hi Don; 


> If he's trying to get distortion by turning the amp gain up, that'l fry 
‘em 

> due to rectified ac on the grid causing the tubes to run away (as others 
> describe). ............ 


Gotta nit-pick that one. Grid rectification would actually increase the 
amount of average negative bias. The problem that destroys the tubes is 
when the grids are heavily overdriven the grids become emissive, like 
cathodes, because of cathode material being deposited on the grid wires. 
Oxide/salt coated cathodes cannot take that kind of abuse. When the grid 
becomes an electron emitter the resultant grid current produces a positive 
voltage, cancelling the negative grid bias with respect to the cathode. 
The tubes eventually go into runaway, as the effect becomes self 
multiplying. Once the cathodes are ruined you get all the distortion you 
could possibly want!!! Or, worse, the tubes become highly gassified and 
the output transformer, filter choke, rectifier and power transformer get 
overstressed. Hopefully the power supply fuse would give protection by 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 29 May 2002 06:43:10 -0400 

Subject: RCA Picture tube tester adapters 

Message-ID: <20020529.064313.-152817.4.K4LIJH@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: Charles T Preston <k4ljh@juno.com> 


Hi Group, I have the following RCA picture tube tester adapters for 
sale: 

WG - 457AV6, WG - 457AV8, WG - 457AV9, & WG - 457Av10 

$ 40.00 For all and I ship CONUS Thanks 73 K4LJH 

Charles Preston Hamilton, Va 


GET INTERNET ACCESS FROM JUNO! 

Juno offers FREE or PREMIUM Internet access for less! 
Join Juno today! For your FREE software, visit: 
http: //dl.www.juno.com/get/web/. 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Wed, 29 May 2002 10:09:33 -0500 

Subject: Re: Wanted: 6BQ5's 

Message-ID: <20020529.102755 .32628.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


Arden, I cannot argue the point on biasing, however since it is a cheapie 
I thought that the cathode bias system would be the one. 
yes, I did neglect the negative bias system, I should have inserted a 
comment to assure cathode bias, use ohmmeter to see what resistance from 
cathode pin to ground would be. Zero would indicate fixed bias, 150 to 
250 ohms for cathode bias. 
Thanks for the comment. jack jackiv@juno.com 


On Wed, 29 May 2002 03:17:27 -0700 Arden Allen <gumbear@pacbell.net> 
writes: 

> Hi Jack; 

> 

> > Another comment on the short life of 6BQ5s - check the grid 

> coupling 


> > capacitors, if they are leaking the tubes will draw lots of 
current and 

> actually avalanche then there goes the cathode coating. Quick 
check on 

> that amp- pull the output tubes and fire it up, gain contro;s at 
minimum, 

> if any positive voltage is shown on the cotrol grid pins, ya 
gotta 

> problem. replace the caps at once. 


Well, yes and no. If the tubes are self (cathode resistor) biased, 
the 

grid resistors are likely returned to ground and should be very 
close to 

zero volts with respect to ground. If the tubes are fixed biased 
from a 

negative bias supply, the grids probably should be xminus* 14 to 17 
volts 

with respect to ground. It will be necessary to measure across each 
grid 

resistor to see if there is any current from a leaky coupling cap 
(tubes 

removed). If the voltage measured with respect to ground is near 
zero 

volts in such a circuit it means the coupling cap leakage is 
cancelling the 

bias voltage. The tubes would be operating with zero bias and that 
would 

destroy them in short order. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


Date: Wed, 29 May 2002 12:07:17 -0400 (EDT) 

From: "Paul H. Anderson" <pha@pdq.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Wanted: Sprague cap 2900 MFD/200VDC, type 602D 
Message-ID: <20020529120243 .D62525-100000@localhost> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi, 


I'm looking for at least one Sprague type 602D, 2900 MFD at 200VDCW 
electrolytic capacitor. New or used - I prefer to pay, but could also 


trade ARC-5, R-390, R-390A, or R-392 bits and parts. The cap is fora 
power supply to run my T-195 transmitter. 


Also any leads to finding one would be appreciated, too. 
Thanks, 


Paul 


Message-ID: <Q00£01c2073d$534ab680$0400a8cO0@arni> 
From: "Arnulf P. Hagen" <aphagen@fullnet.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Viking II top cover 
Date: Wed, 29 May 2002 11:19:08 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I took the top cover off of my Viking II. The front edge of the cover is 
sufficiently bowed towards the chassis that it does not insert into the 
finger stock. I tried fish line passed through several top holes to give me 
a handle to pull, but this did not help. Help. Thanks, arni W5SRO 


Date: Wed, 29 May 2002 11:20:54 -0500 (CDT) 
Message-Id: <v03007802b91a5ed59315@[216.180.65.198]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: third Eric <ejones@hiwaay.net> 

Subject: 6BQ5 destruction; 829 tube on (near) HF 


de N4TGC Eric 


Quite frankly, if had a pot full of 6BQ5's, which I don't, I 
wouldn't let one be stuck in an amp that burned them out in only hours: 
they should last over TEN YEARS, at the very least! As has been suggested, 
there is something very wrong, either with the amp, or the way it's being 
used. 

The 6BQ5, which appears in some modulators, is also useful for 
small CB linears ... at least they can be tuned to 10 meters, which is far 
more on-topic ... not that I have that much against guitar playin', as I 
used to do so myself, until I realized it was a lot of work for very little 
money ... an I live acrost the ribber from Muscle(sp) Shoals, Alabama! 

(Historical footnote: Muscle (sp) Shoals is really MUSSEL Shoals, 
but some illiterate newspaperman (or is that redundant?!) mis-spelled it 


about 100 years ago, and the equally-illiterate townspeople never corrected 
it. Which is one reason I live in Florence, AL instead ...) 

As for using the 829 on HF, there's a tx rig for 10 meters shown in 
the 1955 ARRL mobile manual that uses an 815 final in normal push-pull. 
The 815 is remarkably similar to the 829 in internal construction and 
characteristics. Reckon the 829 would work in this circuit? 


Message-ID: <3CF50279.AACOOC8E@lehigh.edu> 
Date: Wed, 29 May 2002 12:31:53 -0400 

From: "Arthur I. Larky" <ailO0@lehigh.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: 6BQ7As 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I find that I have 4 6BQ7A's. Who was it that wanted some? Please reply 
off-list. 
Art 


Date: Wed, 29 May 2002 11:03:11 -0700 

Subject: BBC News/Capacitor lifetime 

From: "John Gibson" <gibsonj@mindspring. com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 

Message-Id: <E17D70X-0007Vj-00@granger.mail.mindspring.net> 


For years in the evenings I would listen to the old BBC Overseas Service 
on my BC348 as I worked on some electronic project but never thought to 
record it. I would love to obtain a pre 1968 recording of the old style BBC 
news, Starting with the signature tune (Lillyburero), followed by the time 
pips, then a male announcer "This is London". then reading the news. Your 
reasonable recording expenses refunded of course. Some interesting news 
event would be a plus. 


I have always replaced the leaky waxed paper caps in vintage radios with 
polyester caps thinking that they will last forever. But is this true? Has 
any estimate been made of their lifetime? 


Thanks. John. 


Message-ID: <42ECC21B33DFF245BAFAF57274BA5CE5080404@stpmse04.ad.guidant.com> 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Mate to the Mighty Midget Receiver Certificate? 
Date: Wed, 29 May 2002 13:12:04 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 


Back in 1967 QST published an article on the Mighty Midget transmitter (Feb 
67) and the Mate to the Mighty Midget receiver (April 67). The April issue 
mentioned a certificate from ARRL if you work all call districts with the 
transmitter and receiver. Do any of you guys actually have one of these or 
know of anyone who got one? Thanks. 73, Scott WAIWFA in Saint Paul Minn 


Date: Wed, 29 May 2002 12:33:17 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: BBC News/Capacitor lifetime 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGWWOO8PHOZIV7@mta5.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi John; 


So aie I have always replaced the leaky waxed paper caps in vintage 
radios with 

> polyester caps thinking that they will last forever. But is this true? 
Has 

> any estimate been made of their lifetime? 


Does anyhing last forever? The earliest plastic film caps I've encountered 
were made in the 60's and recently I checked a Fisher 500C receiver, made 
in the late 60's, which 

was one of Fisher's first receivers to use the newer film caps, imported 
from Germany. The receiver had been installed in a cabinet where there was 
ample evidence of excessive heat buildup as the IF can internal structures 
were badly distorted by the heat. The film caps showed no evidence of 
leakage. Beings the film is a relatively pure substance, free from 
internal degradation, I believe only extreme heat would lead to 
destruction. They would essentially have to melt and then short out as 
opposing plates come in contact with each other or the melted plastic 
shorted through from electrostatic stress and physical distortion. I think 
your leakage worries are over for the next millenium or two. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Wed, 29 May 2002 15:08:33 -0500 (CDT) 

Message-Id: <200205292008. g4TK8Xk19755@nwsgpa.ih.lucent.com> 
From: jmccarty@lucent.com (John J Mccarty) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTB PPN1 Antenna, PPN2/Mx 183 bag 


Groups 


A freind of mine w/o email is looking for a PPN1 antenna 
and a MX 183 bag. Is there any out there ? 


Tnx 


John n9hrt 
jmccarty@lucent.com 


Message-Id: <3.0.3.32.20020529180158.01f0e348@pop-server.nc.rr.com> 
Date: Wed, 29 May 2002 18:01:58 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Meissner IF ID? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I bought a HB receiver that never made it past the 
"punch holes and mount big parts stage" before it was shelved. 


In it are two Meissner IF transformers, of the black wrinkle variety, 
if that helps define the age any. The numbers on them are: 


16-8097 
and 
16-8089 


My two Meissner references do not have these....Im wondering if 
anyone elses does? 


Thanks! 
John 


wb5oau/4 


End o£ BOATANCHORS Digest 3339 
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